
304.02.5 Composition and Proportioning 
8. Sand equivalent determined in accordance with AASHTO T 176 alternate 

method No. 2 using stock solution with formaldehyde. 
 

701.02.1 General Requirements 
The following test methods are used to evaluate the surfacing aggregate quality: 

Sand Equivalent ...................................................... AASHTO T 176 1 
Notes: 
1. As determined by alternate method No. 2 using stock solution with formaldehyde. 

 

TABLE 701-14 
AGGREGATE REQUIREMENTS 

Coarse Aggregate (No. 4 (4.75 mm) And Larger) 

Angularity (MT 217 or ASTM D5821) See Table 701-15 

Wear (MT 209 or AASHTO T 96) 
40% max 

30% max1 

Flat and elongated particles (ASTM D4791) (3:1 
ratio; by mass; No. 4 (4.75 mm) and larger) 20% max. 

Absorption (AASHTO T 85)2 2.5% max 

Fine Aggregate (All Material Passing No. 4 (4.75 mm)) 

Angularity (AASHTO T 304 Method A) 45% min. 

Sand equivalent (AASHTO T 176)3 45% min. 
Notes: 
1. For ⅜-inch (9.5 mm) mixes only. 
2. For warm mixes only. 
3. As determined by alternate method No. 2 using stock solution with formaldehyde. 
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